The aforementioned verification is subject to the following terms and conditions:

- The engine is originally manufactured from model year 1993 through 2006 having an engine family name listed in Attachment 1.
- The engine must be used by an on-road motor vehicle with a manufacturer's Gross Vehicle Weight Rating of over 14,000 pounds.
- The engine does not employ exhaust gas recirculation.
- The application must have a duty cycle with a temperature profile greater than 260 degrees Celsius for at least 25 percent of the time.
- The engine must be in its original certified configuration.
- The engine must not have a pre-existing diesel particulate filter from the original equipment manufacturer.
- The engine must not have a pre-existing diesel oxidation catalyst from the original equipment manufacturer.
- The engine must be certified for on-road applications at a PM emission level of at most 0.1 grams per brake horsepower-hour (g/bhp-hr), and greater than 0.01 g/bhp-hr.
- The engine must be four-stroke.
- The engine must be turbocharged.
- The engine must be well maintained and not consume lubricating oil at a rate greater than that specified by the engine manufacturer.
- Lube oil, or other oil, must not be mixed with the fuel.
- The engine must be operated on fuel that has a sulfur content of no more than 15 parts per million by weight.
- The system must not be operated with fuel additives, as defined in Section 2701 of Title 13 of the CCR, unless explicitly verified for use with the fuel additive(s).
- The system must not be used with any other systems or engine modifications without ARB and manufacturer's approval.
- The other terms and conditions specified below.