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APPENDIX D:  SmartWay Documents 
 

1) U.S. EPA Certified SmartWay Logo, Graphics Standards & Usage Guide for 
Tractor & Trailer Manufacturers  

 
2) U.S. EPA Certified SmartWay Transport, Technical Specifications and 

Requirements, 2007 Tractor and 2007 Trailer, EPA420-F-08-015 
 
3) U.S. EPA Certified SmartWay Transport Partnership, Partnership Agreement : 

Carriers 
 
4) U.S. EPA Certified SmartWay Transport Partnership, Join the SmartWay 

Transport Partnership TODAY! 
 
5) U.S. EPA Certified SmartWay Transport Partnership, Overview of Carrier 

Strategies 
 
6) U.S. EPA Certified SmartWay Transport Partnership, Partnership Agreement 

Logistics 
 
7) U.S. EPA Certified SmartWay Transport Partnership, Overview of Shipper 

Strategies 
 
8) U.S. EPA Certified SmartWay Transport Partnership, Partnership Agreement : 

Shippers 
 
9) U.S. EPA Certified SmartWay Transport Partnership, SmartWay Transport 

Partners and Affiliates, http://www.epa.gov/smartway/transport/partner-
list/index.htm, Last updated on Wednesday, October 5th, 2008 

 
10) U.S. EPA Certified SmartWay Transport Partnership, Partner Resources: 

Frequently Asked Questions, http://www.epa.gov/smartway/transport/partner-
resources/resources-faq.htm, Last updated on Tuesday, August 19th, 2008 

 
11) U.S. EPA Certified SmartWay Transport Partnership, SmartWay Transport FAQs 
 
12) U.S. EPA Certified SmartWay Transport Partnership, Smartway Transport 

Overview 
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US EPA Certified SmartWay Logo 
Graphics Standards & Usage Guide for Tractor & 

Trailer Manufacturers  
 

U.S. Environmental Protection Agency  ! Office of Transportation & Air Quality  ! SmartWaySM Transport 
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Technical Specifications & Requirements 
 

Using the US EPA Certified SmartWay® Mark 
on Qualifying Tractors and Trailers  

 
 

US EPA Certified SmartWay Mark Specifications 
 
Tractors and Trailers equipped as described in the following tables meet the voluntary 
SmartWay technical specifications for use of the US EPA Certified SmartWay mark. 
 
Equipment list for US EPA Certified SmartWay Tractors: 
 
Base Tractor • A SmartWay Tractor has a high roof sleeper cab and an 

aerodynamic tractor design with full aerodynamic 
package.  

• Current tractor models that qualify include: 
o International Prostar and 9200i 
o Mack Pinnacle 
o Freightliner Columbia and Century Class S/T 
o Volvo VN series 
o Kenworth T2000 and T660 
o Peterbilt 387 and 386 

 
Full Aerodynamic 
Tractor package 

Models equipped with all of the aerodynamic equipment 
listed below: 
• Aero Profile Tractor  
• Integrated Cab Roof Fairing 
• Aero Mirrors and Bumpers 
• Cab Extenders 
• Fuel Tank Side Fairings 
 

NOx/PM Specifications 2007 model year engines  
 

Tire specifications Low-rolling resistance tires that provide a 3% fuel economy 
benefit, relative to mid-range rolling resistance tires. 
 

Idling Control 
Readiness 

Models must offer one of the following options that allow 
elimination of overnight idling by the main engine: 
• Generator sets 
• Auxiliary power units 
• Direct fired heaters 
• Battery powered HVAC systems 
• Automatic engine start/stop systems 
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Equipment list for US EPA Certified SmartWay Trailers:  
 
Base Trailer A dry van trailer of 53' length 

Weight Specifications Lightweight trailer option with weight saving technologies 
 

Aerodynamic Trailer 
Package 

• Trailer side fairings 
• Trailer front mounted gap fairings  
- or - 
• Trailer rear mounted fairings or boat tails 

Tire specifications Low-rolling resistance tires (duals or singles)  that provide 
a 3% fuel economy benefit, relative to mid-range rolling 
resistance tires. 
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Graphic Standards and Logo Usage Guidelines 
 

US EPA Certified SmartWay® Mark  
for Qualifying Tractors and Trailers 

 
Promoting the Mark 
 
The US EPA Certified SmartWay mark may be used in point-of-sale advertising (for on-site 
locations and web sites) and promotional material of original equipment manufacturers 
(OEM) of SmartWay qualified tractors and trailers.  Media and other interested parties may 
also use the SmartWay mark for articles or other educational purposes.  However, the mark 
may only be used in association with tractors and trailers that have met the SmartWay 
technical specifications. 

 
Only tractor and trailer manufacturers may use the SmartWay mark.  Component 
manufacturers (such as tire or aerodynamic add-on manufacturers) may not apply the US 
EPA Certified SmartWay mark to their products, product packaging, on their sales web sites 
or in their point-of-sale advertising. 
 
The US EPA Certified SmartWay mark may also be applied, by the original equipment 
manufacturer (OEM), to the interior of a qualified SmartWay tractor or a SmartWay trailer.  
However, it may not be applied to the windows of a tractor or in any place on a tractor’s 
interior that is visible from the exterior. 
 

Correct       Incorrect 
  Point of sale advertising (signs, banners)  Cab window 
  Cab door interior     Cab rear-view mirror 
  Cab dash      Cab windshield 
  OEM sales web site 
 
The following communication guidelines will prevent misrepresentation and consumer 
confusion. 
 
  Correct      Incorrect 
  “Earned”      “Endorse” 
  “Qualified”      “Rating” 
  “Meets SmartWay specifications”   “Rated” 
 
EPA recommends using words in the “correct” column to describe tractors and trailers which 
meet the voluntary requirements for application of the SmartWay logo by OEMs. Text used 
in advertising, articles, brochures, publications, annual reports, web sites, or any other 
promotional material must never imply EPA endorsement of either the manufacturing 
company or sponsoring organization. 
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Graphics 
 

 
 
 
 
 

 
 

The US EPA Certified SmartWay mark must be used its entirety and as shown.  The only 
approved logo files to be used can be obtained by contacting EPA.  No other graphical 
representation of the mark may be used.   
 
 
The graphic may not be altered, cut apart, separated, or otherwise distorted in perspective 
or appearance. The aspect ratio (length and width dimensions) must remain proportional.  
The logo must never be reproduced smaller than 1.25" wide to ensure legibility. 
 
 
Licensees, SmartWay Partners and other organizations are responsible for their own use of 
the US EPA Certified SmartWay mark, as well as use by their representatives, such as ad 
agencies and public relations firms. 
 

 
Color Specifications 

 
1. Spot Color - For spot color usage (often referred to as PMS or Pantone Matching 

System): 
 

• Prescribed green = 347  
• Prescribed blue = 3005   

 
2. Four-Color Process - For four-color process printing, the build formulas detailed here      

for the prescribed green and blue must be used. 
 

PRESCRIBED GREEN 
 
Four-Color Process 
C 100% 
M 0% 
Y 85% 
K 5% 

 

PRESCRIBED BLUE 
 
Four-Color Process 
C 100% 
M 40% 
Y 0% 
K 0% 

 
3. Black and White Version - The graphics in their entirety may also be reproduced in 

100% black. 
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