# Table of Terms and Abbreviations

<table>
<thead>
<tr>
<th>Term</th>
<th>Abbreviation</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>ASC</td>
<td>Authorized Service Contractor</td>
<td></td>
</tr>
<tr>
<td>AQMD</td>
<td>Air Quality Management Districts</td>
<td></td>
</tr>
<tr>
<td>ATG</td>
<td>Automatic Tank Gauge</td>
<td></td>
</tr>
<tr>
<td>CARB</td>
<td>California Air Resources Board</td>
<td></td>
</tr>
<tr>
<td>CCVP</td>
<td>Carbon Canister Vapor Polisher</td>
<td></td>
</tr>
<tr>
<td>CDFA</td>
<td>California Department of Food &amp; Agriculture</td>
<td></td>
</tr>
<tr>
<td>CVLD</td>
<td>Continuous Vapor Leakage Detection, another name for Vapor Leak Detection</td>
<td></td>
</tr>
<tr>
<td>ECS</td>
<td>Emissions Control System</td>
<td></td>
</tr>
<tr>
<td>EO</td>
<td>Executive Order</td>
<td></td>
</tr>
<tr>
<td>EVR</td>
<td>Enhanced Vapor Recovery</td>
<td></td>
</tr>
<tr>
<td>GDF</td>
<td>Gasoline Dispensing Facility</td>
<td></td>
</tr>
<tr>
<td>HC</td>
<td>Hydrocarbon</td>
<td></td>
</tr>
<tr>
<td>HC IR</td>
<td>Hydrocarbon Infrared</td>
<td></td>
</tr>
<tr>
<td>ISD</td>
<td>In-Station Diagnostics</td>
<td></td>
</tr>
<tr>
<td>LEL</td>
<td>Lower Explosive Level</td>
<td></td>
</tr>
<tr>
<td>MAG Probe</td>
<td>A type (brand) of Tank Inventory Probe</td>
<td></td>
</tr>
<tr>
<td>NEC</td>
<td>National Electric Code</td>
<td></td>
</tr>
<tr>
<td>NFPA</td>
<td>National Fire Protection Association</td>
<td></td>
</tr>
<tr>
<td>ORVR</td>
<td>On-Board Refueling Vapor Recovery</td>
<td></td>
</tr>
<tr>
<td>OSHA</td>
<td>Occupational Safety and Health Administration</td>
<td></td>
</tr>
<tr>
<td>Permeate</td>
<td>Air return to atmosphere</td>
<td></td>
</tr>
<tr>
<td>PLC</td>
<td>Programmable Logic Control</td>
<td></td>
</tr>
<tr>
<td>PMC</td>
<td>Pressure Management Control</td>
<td></td>
</tr>
<tr>
<td>Retentate</td>
<td>Vapor return to UST</td>
<td></td>
</tr>
<tr>
<td>RVP</td>
<td>Reid Vapor Pressure</td>
<td></td>
</tr>
<tr>
<td>TLS</td>
<td>Tank Level System</td>
<td></td>
</tr>
<tr>
<td>TLS Console</td>
<td>Veeder-Root’s line of environmental monitoring consoles.</td>
<td></td>
</tr>
<tr>
<td>TS</td>
<td>Troubleshooting</td>
<td></td>
</tr>
<tr>
<td>Ullage</td>
<td>Vapor space above liquid in a UST</td>
<td></td>
</tr>
<tr>
<td>UST</td>
<td>Underground Storage Tank</td>
<td></td>
</tr>
<tr>
<td>VCK</td>
<td>Vapor Collection Kit</td>
<td></td>
</tr>
<tr>
<td>Veeder Root</td>
<td>Manufacturer of the TLS-350</td>
<td></td>
</tr>
<tr>
<td>VOC</td>
<td>Volatile Organic Compounds</td>
<td></td>
</tr>
<tr>
<td>Abbreviation</td>
<td>Definition</td>
<td></td>
</tr>
<tr>
<td>--------------</td>
<td>------------</td>
<td></td>
</tr>
<tr>
<td>VP</td>
<td>Vapor Polisher</td>
<td></td>
</tr>
<tr>
<td>VPS</td>
<td>Vapor Polisher Sensor</td>
<td></td>
</tr>
<tr>
<td>V-R</td>
<td>Veeder Root</td>
<td></td>
</tr>
<tr>
<td>VST</td>
<td>Vapor Systems Technologies, Inc. - manufacturer of the ECS Membrane Processor</td>
<td></td>
</tr>
<tr>
<td>WC</td>
<td>Water Column</td>
<td></td>
</tr>
</tbody>
</table>